
All properties are according to mill measurements that may be subject to fluctuations which are customary within the industry.

Multifunctional office paper, bright white,
for copier, laser and inkjet printer

• Certified for professional dry-toner systems (DIN/EN 12281)
• Recommended for copiers, laser and inkjet printers

Printing information

Basis weight ISO 536 g/m2 (+/-) 2,5 - 6 60 70 80 90 100 120 160 200

Thickness / Caliper ISO 534 μm (+/-) 4 - 6 85 96 107 119 131 153 202 252

Specific Volume / Bulk ISO 534 cm3/g 1,42 1,37 1,34 1,32 1,31 1,28 1,26 1,26

CIE Whiteness ISO 11475 % (+/-) 4 170 170 170 170 170 170 170 170

ISO Brightness UV ISO 2470 % (+/-) 2 114 114 114 114 114 114 114 114

Opacity ISO 2471 % 87,0 91,0 94,0 95,0 96,0 97,5 99,0 99,5

Roughness (Bendtsen) ISO 8791-2 ml/min (+/-) 50 200 150 150 150 150 150 150 150

• Environmental Management System (ISO 14001)
• Quality Management System (ISO 9001)
• Occupational Health and Safety Management System (OHSAS 18001)

• Corporate communication, invoices, letters, colour mailings, reports and presentations

Applications

• Permanent paper (DIN/ISO 9706)
• ColorLok® technology

Technical product certificates and information

• FSC®

• EU Ecolabel
• Elemental chlorine free (ECF)

Environmental product certificates and information

Manufacturer certificates
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